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3000 594 24,0 30,0 19,6 24,5 1500 594 33,1 41,4 27,0 33,8

3000 702 28,0 35,0 22,9 28,6 1500 702 38,6 48,2 31,5 39,4

3000 810 32,0 40,0 26,1 32,7 1500 810 44,1 55,1 36,0 45,0

3000 1080 36,0 45,0 29,4 36,7 1500 1080 49,6 62,0 40,5 50,6

3000 1620 40,0 50,0 32,7 40,8 1500 1620 55,1 68,9 45,0 56,3

3000 2160 41,0 51,3 33,5 41,8 1500 2160 56,5 70,6 46,1 57,7

3000 2700 42,0 52,5 34,3 42,9 1500 2700 57,9 72,4 47,3 59,1

3000 5400 44,0 55,0 35,9 44,9 1500 5400 60,6 75,8 49,5 61,9

2700 594 25,3 31,6 20,7 25,8 1200 594 36,0 45,0 29,4 36,7

2700 702 29,5 36,9 24,1 30,1 1200 702 42,0 52,5 34,3 42,9

2700 810 33,7 42,2 27,5 34,4 1200 810 48,0 60,0 39,2 49,0

2700 1080 37,9 47,4 31,0 38,7 1200 1080 54,0 67,5 44,1 55,1

2700 1620 42,2 52,7 34,4 43,0 1200 1620 60,0 75,0 49,0 61,2

2700 2160 43,2 54,0 35,3 44,1 1200 2160 61,5 76,9 50,2 62,8

2700 2700 44,3 55,3 36,1 45,2 1200 2700 63,0 78,8 51,4 64,3

2700 5400 46,4 58,0 37,9 47,3 1200 5400 66,0 82,5 53,9 67,4

2400 594 26,8 33,5 21,9 27,4 900 594 40,4 50,5 33,0 41,2

2400 702 31,3 39,1 25,6 32,0 900 702 47,1 58,9 38,5 48,1

2400 810 35,8 44,7 29,2 36,5 900 810 53,9 67,3 44,0 55,0

2400 1080 40,2 50,3 32,9 41,1 900 1080 60,6 75,7 49,5 61,8

2400 1620 44,7 55,9 36,5 45,6 900 1620 67,3 84,2 55,0 68,7

2400 2160 45,8 57,3 37,4 46,8 900 2160 69,0 86,3 56,3 70,4

2400 2700 47,0 58,7 38,3 47,9 900 2700 70,7 88,4 57,7 72,2

2400 5400 49,2 61,5 40,2 50,2 900 5400 74,1 92,6 60,5 75,6

2100 594 28,7 35,9 23,4 29,3 600 594 48,0 60,0 39,2 49,0

2100 702 33,5 41,8 27,3 34,2 600 702 56,0 70,0 45,7 57,2

2100 810 38,2 47,8 31,2 39,0 600 810 64,0 80,0 52,3 65,3

2100 1080 43,0 53,8 35,1 43,9 600 1080 72,0 90,0 58,8 73,5

2100 1620 47,8 59,8 39,0 48,8 600 1620 80,0 100,0 65,3 81,6

2100 2160 49,0 61,3 40,0 50,0 600 2160 82,0 102,5 67,0 83,7

2100 2700 50,2 62,7 41,0 51,2 600 2700 84,0 105,0 68,6 85,7

2100 5400 52,6 65,7 42,9 53,7 600 5400 88,0 110,0 71,9 89,8

1800 594 31,0 38,7 25,3 31,6

1800 702 36,1 45,2 29,5 36,9

1800 810 41,3 51,6 33,7 42,2

1800 1080 46,5 58,1 37,9 47,4

1800 1620 51,6 64,5 42,2 52,7

1800 2160 52,9 66,2 43,2 54,0

1800 2700 54,2 67,8 44,3 55,3

1800 5400 56,8 71,0 46,4 58,0 back, the stated values are approximate and not binding on the manufacturer.
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even if the material is completely rolled around the top roll, due to the high spring

40 540
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The sheet will be able to be re-open more than the minimum diameters specified 

here due to the physical material spring back. Particularly at the narrowest diameters,
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