
Main Parameters

Parameter

Max. dia. of holes drilled 80 mm

Distance from center line of main

Spindle to generant of pillar

lv lat  \ . 2500 mm

Min. 500 mm

Movable horizontal distance of headstock 20C0 mm

Distance from main spinciie enci iace to

working face of bed

r\íax. 2000 mm

Min. 550 mm

Arm lift ing/lowering distance 1000 mm

erm Ufting^owering speed 0.017 m/sec

Arm's rotatabl ansle I l o n o_l_ r ou

ivíain spindie's tapereci hoid ilíorse #6

Main snindle speed ranqe l6-1250 mm

Number of main spindle speed rates 16

Main spindle feed range 0.04-3.2 mm/rev.

l.lumber of main spindle feed rates 16

ivíain soinciie travel 450 mm

Drilling depth per each rev. on index plate 151mm

ln{ax. allowable torque of main spindie 1568 N'm

Max. allo'arable resistance to main spindle feeding 35000 N

Power of rnain motor 7.5 KW

Power of arm lifting motor 3KW

Power of hvdraulic hold-down motor 0.75 KW

Power of motor for cooling pump 0.09 Kw

Approx. uaight of the machine 11000 ks

Overall size(L x W x FI) 3730 x 1400 x 4025 mm
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Fig 33 ivíajorparameter díagram ofnoachine


